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1 pg7-1 / 7.1C EP wording is off added "and the". JMM

2 pg7-4 / 7.5C EP
Did we decide to call out Eonlok grates and Ergo MH covers 
in the standard drawings ? Yes, 4 locking nuts JMM

3 Pg7-5 / 7.5.J EP  insert "or sidewalks" at end of section No change made to this section JMM

4 7.6 / 7.6 EP
replace "necessary to simulate a 100 year storm event…." 
with of the overflow. Change incorporated JMM

5 7.2D AS Seed Mix - reference SWDM Remove entire section D JMM

6 7.3
Standards 

Comm. Trash racks discussion

Will include note in standard drawings - 12" in 
diameter and larger, with a length 
requirement will require a trash rack. JMM

7 7.5C AS Add period after origin. Change incorporated JMM

8 7.5F JM
Change strength requirement to AASHTO M306.  This is the 
lastest testing standard, it includes a safety factor. Change incorporated JMM

9 7.5O JM

Change terminology from "slit drain" to "trench drain" and 
add "and shall be designed according to manufacturer's 
specifications" Change incorporated JMM

10 7.2 JM Remove "turnpike shoulder" Change incorporated JMM

11 7.10 DR
Compaction requirement for bioretention of 85% - need to 
research

Unable to find reference to this requirement 
in WSDOT or KCSWM, remove sentence JMM

12 7.11 DR
Add section B, "Use of permeable pavement in travel lanes is 
limited based on the LID infeasibility criteria in the SWDM" Change incorporated JMM

13 7.11 AS Need maintenance procedure - possibly reference SWDM
Section D added. Reference to SWDM section 
C.2.7.7. JMM

14 7.7 AS
Remove 3rd paragraph, add " or sediments" after 
contaminants in 2nd paragraph Change incorporated JMM
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15 7.9D AS add "or" Change incorporated JMM

16 7.11 Eric Add testing procedure for permeable pavement

Section C added. Testing method for pervious 
concrete (ASTM C1701).  There currently is no 
test for pervious asphalt. JMM

17 New Section AS Add section for infiltration requirements
Will not be added to standards, will be added 
as addendum to KCSWM JMM
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