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Street Address
SEATAC PARKS & RECREATION

Hours: Dawn to Dusk

DES MOINES CREEK
PARK

SIGNAGE FAMILY -  MULTICULTUR AL PAT TERNS
Painted steel forms with applied pattern via exterior grade resin panels
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GENER AL NOTES

PROJEC T CONTAC TS
KPG Psomas 
Holly Williams, PLA
Project Manager | Senior Landscape Architect
(253)344-5274
holly.williams@psomas.com

CITY OF SEATAC
Anita Woodmass, Senior Management Analyst
City Manager’s O�ce 
(206)973-4839
awoodmass@seatacwa.gov

• Shop drawings for all signage types, including dimensions, layout, material types, components and means for installation, shall be submitted to the City for 
review and approval prior to fabrication.

• Fabricator to provide the following samples to the City for review and approval prior to fabrication:
-   4”x4” painted metal samples of all color swatches 
-   Full size metal and vinyl lettering samples  
-   Exterior grade resin pattern sample 
-   Color plotted vinyl sample

• Structural design and calculations for signage components and foundations shall be provided by Contractor.

• All steel components and materials shall be galvanized per Section 6-07 Painting of the Washington Dept. of Transportation Standard Speci�cations 2025.

• Prevent galvanic action and other forms of corrosion by isolating dissimilar materials from each other. 

• Exposed mechanical fastenings shall be tamper resistant, �ush countersunk screws or bolts unobstrusively located.

• Paint materials including primer, intermediate coat and �nish coat catalog cut sheet, process and application methods need to be submitted to the City for 
review and approval prior to fabrication. 

• Contractor to �eld verify precise signage placement with City and check for utility con�icts prior to sign installation. Sign layouts and orientations 
shall be veri�ed in the �eld with City’s approval. 

• Designs are based on assumption that site-speci�c uplighting will be installed as needed.  Location and number of lights to be approved by City prior to 
installation.  Electrical connections to be coordinated with the City. 

• Destinations, arrow, and symbols to be included at each way�nding signage location will be provided by the City prior to signage fabrication.  

• Contractor is responsible for all signage permits and coordination with the City.
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2” depth raised painted 
metal letters, install

level and plumb 

Metallic painted
aluminum frame 

3” thick

FONT
Roadgeek Transport Heavy
**All font types and sizes for signage shall maintain legibility and readability for viewers.

MATERIALS / FINISHES

Metal Frame: Painted Aluminum Type 6061-T6
Matthews Paint Color 21991 - Tahiti Blue Metallic, #4 Brushed Finish
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Semi-Gloss Finish

Enclosure: Painted Aluminum Type 6061-T6
Matthews Paint Color 30914 - Bon�re Coals 
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Satin Finish

Painted Lettering & Swoosh Accent Detail:
Matthews Paint Color 32071 - Sheep’s Wool 
Semi-Gloss Finish

Swoosh Accent Detail:
Matthews Paint Color 07237 - Juniper Glow 
Semi-Gloss Finish

Painted aluminum enclosure 
6” depth, install level and plumb 

Cast-in-place cement concrete base
(exact dimensions TBD based on location)

15’-0”
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Q

 

NOTE: Sign foundation design shall be provided by sign fabricator.  Sign can be 
scaled as needed to �t varying sites. 

*Provide weep holes or other means to exit entrapped water from enclosure and 
foundation exposed to exterior condensation or moisture from other sources. 
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Resin panel with printed 
pattern interlayer 

1/2” depth x 2” wide 
painted metal swoosh 

accents

Pattern Panel: 3Form Koda XT 1/2” Exterior Grade Resin Panel with Digitial Print 
Nylon Interlayer, Stucco Finish 
Pattern Colors: Marine (Blue) and Avalanche (D01) - Pattern provided by City
Stainless steel 3/16” threaded rod welded to enclosure secured with 1” brushed 
stainless steel stando� fastener (quantity per fabricator)

1/2” depth x 3/16” wide 
welded metal border 
frame for resin panel
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C IT Y  MONUMENT /  HORIZONTAL GATE WAY SIGNAGE 
This sign type is intended as monument signage for locations such as City Hall, as well as horizontal gateway signage for 
installation at city limits. 
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FONT
Roadgeek Transport Heavy
**All font types and sizes for signage shall maintain legibility and readability for viewers.

MATERIALS / FINISHES
Metallic painted
aluminum frame 
3” thickMetal Frame: Painted Aluminum Type 6061-T6

Matthews Paint Color 21991 - Tahiti Blue Metallic, #4 Brushed Finish
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Semi-Gloss Finish

Enclosure: Painted Aluminum Type 6061-T6
Matthews Paint Color 30914 - Bon�re Coals 
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Satin Finish
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Painted Lettering & Swoosh Accent Detail:
Matthews Paint Color 32071 - Sheep’s Wool 
Semi-Gloss Finish

Swoosh Accent Detail:
Matthews Paint Color 07237 - Juniper Glow 
Semi-Gloss Finish

2” depth x 6” height raised 
painted metal letters, 
install level and plumb 

Painted aluminum 
enclosure 6” depth, 
install level and plumb 

NOTE: Sign foundation design shall be provided by sign fabricator.  Sign can be 
scaled as needed to �t varying sites. 

*Provide weep holes or other means to exit entrapped water from enclosure and 
foundation exposed to exterior condensation or moisture from other sources. 
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Resin panel with printed 
pattern interlayer 

1/2” depth x 2” wide 
painted metal swoosh 
accents

Pattern Panel: 3Form Koda XT 1/2” Exterior Grade Resin Panel with Digitial Print 
Nylon Interlayer, Stucco Finish 
Pattern Colors: Marine (Blue) and Avalanche (D01) - Pattern provided by City
Stainless steel 3/16” threaded rod welded to enclosure secured with 1” brushed 
stainless steel stando� fastener (quantity per fabricator)
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2” depth x 1’ height raised 
painted metal letters, 
install level and plumb 2” depth x 1’ height raised 

painted metal letters, 
install level and plumb 

1/2” depth x 3/16” wide 
welded metal border 
frame for resin panel
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VER TIC AL GATE WAY SIGNAGE 

This sign type is intended as vertical gateway signage for installation at city limits. 
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FONT
Roadgeek Transport Heavy
**All font types and sizes for signage shall maintain legibility and readability for viewers.

MATERIALS / FINISHES

 8
’-6

”

Metal Frame: Painted Aluminum Type 6061-T6
Matthews Paint Color 21991 - Tahiti Blue Metallic, #4 Brushed Finish
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Semi-Gloss Finish

Enclosure: Painted Aluminum Type 6061-T6
Matthews Paint Color 30914 - Bon�re Coals 
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Satin Finish

Painted Lettering & Swoosh Accent Detail:
Matthews Paint Color 32071 - Sheep’s Wool 
Semi-Gloss Finish

Swoosh Accent Detail:
Matthews Paint Color 07237 - Juniper Glow 
Semi-Gloss Finish

 6
” 

 8” 

4’-2”

Painted aluminum enclosure 6” depth,
install level and plumb 

1/2” depth raised metal letters,
install level and plumb  

Metallic painted aluminum 
frame, 3” thick

Cast-in-place cement concrete base
(Exact dimensions TBD based on location and proposed landscaping)

NOTE: Sign foundation design shall be provided by sign fabricator. 

*Provide weep holes or other means to exit entrapped water from enclosure and 
foundation exposed to exterior condensation or moisture from other sources. 

Resin panel with printed 
pattern interlayer 

1/2” depth x 1” wide 
painted metal swoosh 
accents

 8
” 

Pattern Panel: 3Form Koda XT 1/2” Exterior Grade Resin Panel with Digitial Print 
Nylon Interlayer, Stucco Finish 
Pattern Colors: Marine (Blue) and Avalanche (D01) - Pattern provided by City
Stainless steel 3/16” threaded rod welded to enclosure secured with 1” brushed 
stainless steel stando� fastener (quantity per fabricator)
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1/2” depth x 2”-3” 
height raised 
metal letters

1/2” depth x 3/16” wide 
welded metal border 
frame for resin panel
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C IT Y  FACIL IT Y +  PARK S IGNAGE -  VER TIC AL  
This signage group includes vertical and horizontal signage for installation at City facilities and parks. 

C ITY OF S EAT AC  Gateway Treatments & Signage Project



FONT
Roadgeek Transport Heavy
**All font types and sizes for signage shall maintain legibility and readability for viewers.

MATERIALS / FINISHES

Metal Frame: Painted Aluminum Type 6061-T6
Matthews Paint Color 21991 - Tahiti Blue Metallic, #4 Brushed Finish
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Semi-Gloss Finish

Enclosure: Painted Aluminum Type 6061-T6
Matthews Paint Color 30914 - Bon�re Coals 
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Satin Finish

Painted Lettering & Swoosh Accent Detail:
Matthews Paint Color 32071 - Sheep’s Wool 
Semi-Gloss Finish

Swoosh Accent Detail:
Matthews Paint Color 07237 - Juniper Glow 
Semi-Gloss Finish

Pattern Panel: 3Form Koda XT 1/2” Exterior Grade Resin Panel with Digitial Print 
Nylon Interlayer, Stucco Finish 
Pattern Colors: Marine (Blue) and Avalanche (D01) - Pattern provided by City
Stainless steel 3/16” threaded rod welded to enclosure secured with 1” brushed 
stainless steel stando� fastener (quantity per fabricator)
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Resin panel with printed 
pattern interlayer 

Painted aluminum enclosure 6” depth,
install level and plumb 

1/2” depth raised metal letters,
install level and plumb  

Metallic painted
aluminum frame 

3” thick

Cast-in-place cement concrete base
(exact dimensions TBD based on location)
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” Street Address
SEATAC PARKS & RECREATION

Hours: Dawn to Dusk

DES MOINES CREEK
PARK  3
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NOTE: Sign foundation design shall be provided by sign fabricator.

*Provide weep holes or other means to exit entrapped water from enclosure and 
foundation exposed to exterior condensation or moisture from other sources. 

Vinyl adhesive lettering,
install level and plumb 
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1/2” depth x 1” wide 
painted metal swoosh 

accents

1/2” depth raised 
metal letters

1/2” depth x 3/16” wide 
welded metal border 
frame for resin panel

CIT Y FACIL IT Y +  PARK S IGNAGE -  HORIZONTAL 
This signage group includes vertical and horizontal signage for installation at City facilities and parks. 
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City Hall

Library 

Transit Center

Post Office

CITY OF SEATAC

(side)

MATERIALS / FINISHES

Vinyl Lettering + Arrows: Tra�c White RAL 9016 Type II glass bead retro-re�ective 
2-mil cast vinyl adhesive letters with clear, removable pressure-sensitive 
adhesive (solvent acrylic) for exterior signage application, life performance 
of 7 years durability, UV resistant, chemical and moisture resistance

Graphic Vinyl Pole Wrap: Pattern provided by City.  Vinyl color plotted pressure-sensitive 
adhesive (solvent acrylic) for exterior signage application, life performance of 7 years 
durability, UV resistant, chemical and moisture resistance

FONT
Clearview HWY 2-W (per MUTCD & FHWA standards)
**All font types and sizes for signage shall maintain legibility and readability for viewers.
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 4’-0”

4x6” rectangular pole

color printed
vinyl adhesive

6” W Retro re�ective
vinyl arrows

3/8” thick painted
aluminum panel

1” wide painted
swoosh accents

Metallic Painted Band: Matthews Paint Color 21991 - Tahiti Blue Metallic, 
#4 Brushed Finish
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Semi-Gloss Finish

Sign Panel: Painted Aluminum Type 6061-T6
Sign Panel + Pole Color: Matthews Paint Color 30914 - Bon�re Coals 
VandlGuard Non-Sacri�cial Anti-Gra�ti Coating, Satin Finish

Swoosh Accent Detail:
White: Matthews Paint Color 32071 - Sheep’s Wool 
Salmon: Matthews Paint Color 07237 - Juniper Glow 

NOTE: Sign foundation design shall be provided by sign fabricator.
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4” H Retro re�ective
vinyl lettering

VEHICULAR WAYFINDING S IGNAGE 
This signage group includes vehicular way�nding signage for installation at key locations around the City. 
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MATERIALS / FINISHES
Letters: 4 Layers of Painted Aluminum Type 6061-T6
Anti-gra�ti coating 
CITY OF Letters:  4’H x 2.75’W x 4.5”D
S and T Letters: 6.75’H x 4’W x 4.5”D
EA and AC Letters: 5.75’H x 4’W x 4.5”D

Cast in Place Concrete Base; 4’H x 36’W x 4’D including 6” cap
Smooth formed �nish with blue pigmented sealer and 
compatible anti-gra�ti coating

Final color selection to be determined by City after samples 
provided. Sign foundation design shall be provided by sign 
fabricator.

MATTHEWS PAINT COLOR SWATCHES: 

MP 07237
Jupiter Glow

MP 11988
Blue Frit

MP 00893
Pale Delphinium

MP 00970
Azurine

MP 09460
Blue Wave

MP 32071
Sheep’s Wool

SEATAC S IGNATURE MONUMENT GATE WAY SIGN 

This signature monument gateway sign is intended for installation at the Southwest corner of intersection between 
International Blvd and S 154th St/Southcenter Blvd near the Tukwila International Blvd Station. 
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